Plextalk Setting Utility Manual (For PTX1)
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1. Plextalk Setting utility for PTX.

This utility software creates a setting file to configure PTX1 network settings.

You can load the setting file using the “Load network settings” option of the PTX1 network setting menu.

2. Supported OS

This software supports Windows 2000, Windows XP, Windows Vista, and Windows 7.

3. Install and uninstall the utility

To install the utility, just copy the “PlextalkSettingUtil_ForPTX.exe” to your favorite folder on your PC.

To launch this setting tool, please start up the “PlextalkSettingUtil_ForPTX.exe”.

To un-install the utility, just delete exe file and “PlextalkSettingUtil.dat” from your local drive.

 * “PlextalkSettingUtil.dat” is a temporary file for this utility.

 * When you are the windows 7 or Vista user, “PlextalkSettingUtil.dat” is placed on the “C:\Document and Settings\[User name]\Application Data” folder.

4. Configure and create a setting file

4.1 Load, Create settings and Exit the software
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Load settings (Button): You can load the settings from the network settings file, which you have already created.

Push the “Load settings” button to open up the file selection common dialog. You will select the folder and file that you are going to load, then push the open button to load the settings.

Create setting file (Button): You can create a new network setting file. Your configurations of “Wired LAN” and “Wireless LAN” settings are saved onto the network settings file.

Push the “Create setting file” button to open up the folder selection common dialog. You will select the folder that you are going to save the setting file, then push the OK button to create a new setting file. “NetworkSetting.ini” file will be created in the selected folder.

Exit (Button): Finish the Plextalk setting utility. Your current settings are automatically saved to a temporary setting data file. The file will be stored on the same folder of EXE file. The file name is “PlextalkSettingUtil.dat”
4.2 “Wired LAN” tab control
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You can input wired LAN network settings.

DHCP On (Radio button): IP address will be assigned by DHCP (Dynamic Host Configuration Protocol).

DHCP Off (Radio button): Input IP address values manually. Please input IP address, Subnet mask, Default gateway and DNS values.

IP address (IP address control)

Subnet mask (IP address control)

Default gateway (IP address control)

DNS (IP address control)

Secondary DNS (IP address control)

Use proxy (Check box): When you need proxy setting, please check this check box. Input Proxy address and port number of your proxy server.

Proxy address (Edit box)

Proxy port (Edit box)

Clear settings (Button): Make the default settings of wired LAN network settings. Clear the IP address and DHCP to on. Proxy settings to be disabled.

4.3 “Wireless LAN” tab control
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Use wireless to connect network (Check box): When you would like to use wireless LAN as a network interface, please check this check box. When this check box is not checked, PTX select wired LAN as network device.

Wireless settings list (List box): Your wireless LAN settings will be listed in this list box. You can select the setting that you want to configure from the list box.

You can preset a maximum of 128 settings.

Priority Up (Button): Selected wireless setting is set to higher priority.  Plextalk will select the access point by following the order of priority.

Priority Down (Button): Selected wireless setting is set to lower priority.

Add (Button): Add a new wireless LAN setting.

Delete (Button): Delete the selected wireless LAN setting.

Property (Button): Update the property of selected wireless LAN setting.

4.4 “Wireless LAN property” dialog
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SSID (Edit box): Input the SSID of access point. Up to 32 characters. 

Stealth SSID (Check box): If your SSID is not broadcasted (Stealth SSID), please check this check box.

Security (Combo box): Select the security type of access point. Following settings are available.

No security: This access point does not have any security.

WEP: WEP (Wired Equivalent Privacy) is applied. 

WPA PSK TKIP: WPA (Wi-fi protected access) is applied. Pre shared key of WPA is TKIP type. 

WPA PSK AES: WPA (Wi-fi protected access) is applied. Pre shared key of WPA is AES type.

WPA2 PSK TKIP: WPA2 (Wi-fi protected access 2) is applied. Pre shared key of WPA2 is TKIP type.

WPA2 PSK AES: WPA2 (Wi-fi protected access 2) is applied. Pre shared key of WPA2 is AES type.

Network key (Edit box): Input the network key of access point.

 WEP: 5 or 13 ASCII characters. HEX format key will require 10 or 26 characters.

 WPA, WPA2: Up to 63 ASCII characters. It needs at least 8 characters for network key.  HEX format key will require 64 characters.

Confirm Network key (Edit box): Input the network key for confirmation.

DHCP On (Radio button): IP address will be assigned by DHCP (Dynamic Host Configuration Protocol).

DHCP Off (Radio button): Input IP address values manually. Please input IP address, Subnet mask, Default gateway and DNS values.

IP address (IP address control)

Subnet mask (IP address control)

Default gateway (IP address control)

DNS (IP address control)

Use proxy (Check box): When you need proxy setting, please check this check box. Input Proxy address and port number of your proxy server.

Proxy address (Edit box)

Proxy port (Edit box)

4. Upload the network settings to PTX1

To upload the network settings you have configured by utility, do the following steps.

1. Put the “NetworkSetting.ini” file to the root of SD or USB memory.

2. Insert the memory to PTX1.

3. Push menu key of PTX1. Select “System settings” menu and push enter.

4. Select “Network setting” option and push enter.

5. Select “Load network settings” option and push enter.

6. PTX1 will double confirm you to read network settings. Push enter to load the network settings to PTX1.

7. All network settings in PTX1 is updated to new configurations provided by “NetworkSetting.ini”.

